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MINIATURE CIRCUIT BREAKERS, MCB’s
ETIMAT 10KA

TYPES:  TSC & TSD

� FEATURES
��Available as 1, 2 or 3 pole
��Types ‘C’ and ‘D’
��CE Marked
��RoHS compliant

� DESCRIPTION

ETIMAT 10 MCB’s are produced according to the latest
international standards EN60898 IEC60898 and IEC60947-2.
These MCB’s are for protection and control of circuits
against overloads and short circuits in commercial and
industrial applications.

��CHARACTERISTIC C

Characteristic C is recommended for industrial applications
where higher starting effects are expected e.g. transformers,
motors and lighting installations. Thermal release at 1.13 to
1.45 x In. Magnetic breaking release at 5 to 10 x In.

��CHARACTERISTIC D

Characteristic D is recommended for heavy industrial applications
where very high starting effects are expected, e.g. Motors
starting under load. Thermal release 1.13 to 1.45 x In. Magnetic
breaking release 10 to 20 In.

��SPECIFICATIONS
Voltage Ue: 230/400V

60V DC per pole
Frequency: 50/60Hz
Poles: 1, 2 and 3 poles
Breaking capacity: 10KA
Electrical Life: >20 000 operations
Mechanical Life: >1 000 000 operations
Terminal Sizes: All 25mm2
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ETIMAT 10KA MINIATURE CIRCUIT BREAKERS

��ORDERING INFORMATION

Order Current Breaking
Code Rating Capacity

C - C H A R A C T E R I S T I C
TSC-101 1 10kA
TSC-102 2 10kA
TSC-104 4 10kA
TSC-106 6 10kA
TSC-110 10 10kA
TSC-116 16 10kA
TSC-120 20 10kA
TSC-125 25 10kA
TSC-132 32 10kA
TSC-140 40 10kA
TSC-150 50 10kA
TSC-163 63 10kA

D - C H A R A C T E R I S T I C
TSD-101 1 10kA
TSD-102 2 10kA
TSD-104 4 10kA
TSD-106 6 10kA
TSD-110 10 10kA
TSD-116 16 10kA
TSD-120 20 10kA
TSD-125 25 10kA
TSD-132 32 10kA
TSD-140 40 10kA

Order Current Breaking
Code Rating Capacity

C - C H A R A C T E R I S T I C
TSC-201 1 10kA
TSC-202 2 10kA
TSC-204 4 10kA
TSC-206 6 10kA
TSC-210 10 10kA
TSC-216 16 10kA
TSC-220 20 10kA
TSC-225 25 10kA
TSC-232 32 10kA
TSC-240 40 10kA
TSC-250 50 10kA
TSC-263 63 10kA

D - C H A R A C T E R I S T I C
TSD-201 1 10kA
TSD-202 2 10kA
TSD-204 4 10kA
TSD-206 6 10kA
TSD-210 10 10kA
TSD-216 16 10kA
TSD-220 20 10kA
TSD-225 25 10kA
TSD-232 32 10kA
TSD-240 40 10kA

ADD ON AUXILIARY CONTACT BLOCK
FOR MCB’s

PS ETIMAT is an auxiliary switch used for remote
signalling of the MCB to which it is fixed.

��SPECIFICATIONS

Contacts: Max. 6 Amps at 230V AC or
1 Amp at 110V DC

Contacts: 1NO & 1NC
Width: ½ module (9mm)

��ORDERING INFORMATION

TYPE: PS ETIMAT

22 12 14

21
11

Order Current Breaking
Code Rating  Capacity

C - C H A R A C T E R I S T I C
TSC-301 1 10kA
TSC-302 2 10kA
TSC-304 4 10kA
TSC-306 6 10kA
TSC-310 10 10kA
TSC-316 16 10kA
TSC-320 20 10kA
TSC-325 25 10kA
TSC-332 32 10kA
TSC-340 40 10kA
TSC-350 50 10kA
TSC-363 63 10kA

D - C H A R A C T E R I S T I C
TSD-301 1 10kA
TSD-302 2 10kA
TSD-304 4 10kA
TSD-306 6 10kA
TSD-310 10 10kA
TSD-316 16 10kA
TSD-320 20 10kA
TSD-325 25 10kA
TSD-332 32 10kA
TSD-340 40 10kA

SINGLE-POLE MCB’s TWO-POLE MCB’s THREE-POLE MCB’s
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