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� DESCRIPTION

Providing the combined advantage of protection against
earth leakage faults with short-circuit protection.

��SPECIFICATIONS

Max voltage: 230V
Breaking capacity: 10KA
Tripping curve: C
Sensitivity: 30mAmps.
Ambient temperature: -25ºC to +40ºC
Width: 36mm
Standard: EN61009

��ORDERING INFORMATION

Type Rated Current Characteristics
Amps

KZS 2M 6C 6 C
KZS 2M 10C 10 C
KZS 2M 16C 16 C
KZS 2M 20C 20 C
KZS 2M 25C 25 C
KZS 2M 32C 32 C
KZS 2M 40C 40 C

KZS 2M... replaces old P/No. TCU...

��CONNECTING BUSBAR

TYPE LENGTH mm MODULES AREA mm2

S I N G L E P H A S E P I N T Y P E

S1L 1000/16 1000 56 16

T H R E E P H A S E P I N T Y P E

S3L 1000/16 1000 56 16

S I N G L E P H A S E F O R K T Y P E

G1L 1000/16 1000 56 16

T H R E E P H A S E F O R K T Y P E

RCBO’s COMBINED MCB/RCD TWO POLE
TYPES: KZS 2M xxx
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DIMENSIONS

G3L 1000/16 1000 56 16

Maximum permanent current on above bus-bars 80 Amps

END PROTECTOR FOR THREE-PHASE BAR
GA-1 End protector

17,5

GA-1

Pin Type
1, 2 & 3 phase solid copper conductors
with pin attachments for connection
of NORM modular components e.g. MCB’s
and RCD’s.

Fork Type
1, 2 & 3 phase solid copper conductors with
fork attachments for connection of NORM
modular components e.g. MCB’s and RCD’s.

GA-1

17,5
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