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TYPE: 656/DC VOLTS

��FEATURES

��Front bezel size 32x15mm
��Panel or PCB mounting
��IP65 front
��DC voltages only
��Count interrupt input
��Seven digit

��DESCRIPTION

Miniature seven digit hour run counter with a front bezel
size of only 32x15mm, only available in DC voltages. The
656 counter is suitable for front panel mounting or PCB
mounting. A useful feature is a third input terminal which
is designated as a count interrupt.

��STANDARD SPECIFICATIONS
Counting range: 99999.99h
DC voltage: 4.5-35VDC
Current: 2-4.4mA
Protection class: IP65 front
Temp range: -10ºC to +60ºC
Terminations: Solder pins

��ORDERING INFORMATION
656/ 4.5 - 35VDC

TYPES: R572/AC VOLTS & R577/DC VOLTS (DIN 72mm)
R596/AC VOLTS & R597/DC VOLTS (DIN 96mm)

��FEATURES

��DIN 72mm or DIN 96mm
��Instrument case style
��Seven digits
��Optional reset versions
��Metal fixing clamp
��With operation indication

��DESCRIPTION

Glass cased Din 72mm and Din 96mm seven digit hour
run counters. These hour counters compliment and match
Din standard analogue meters. The counters are supplied
complete with a metal fixing bracket and push on terminations
6.3x0.8mm

��STANDARD SPECIFICATIONS

Counting range: 99999.99h
AC Voltages: 24, 110, 230, 400V (±10%)
Frequency: 50Hz or 60Hz (specify)
DC Voltages: 10-50V, 110V (±10%)
Current: AC 5-83mA, DC 7.5-30mA
Protection class: IP52 front, IP00 terminals
Temp range: 10ºC to +60ºC
CE marked: Yes
Terminations: Push on 6.3x0.8mm

��OPTIONS ON REQUEST
(special P/No’s & prices may apply)

��Resetable
��UL approval
��Non reflecting glass

��ORDERING INFORMATION
R572/AC Volts 24, 110, 230, 400VAC

(Specify 50Hz or 60Hz)
R577/DC Volts 10-50VDC, 110VDC
R596/AC Volts 24, 110, 230, 400VAC

(Specify 50Hz or 60Hz)
R597/DC Volts 10-50VDC, 110VDC
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