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INSTALLATION

1.

DOWNLOAD THE SOFTWARE

Please visit the Evolve website at www.evolveautomotive.com

to download the Evolve-R software. It can be found
under ‘Manuals’, or visit this link.

Evolve-R software is compatible with Windows  ©2000,
Windows® Xp or Windows ©7.

Not compatible with Mac (to run you will require
Windows partition using Bootcamp, Parallels or
VMWare Fusion).

PLUG IN YOUR EVOLVE-R CABLE ~ ALLOWING ANY

DRIVER INSTALLS TO TAKE PLACE

LAUNCH THE SOFTWARE  AND FOLLOW THE ON-
SCREEN INSTRUCTIONS

Ensure all other software such as screensavers, power
saving mode, alarms or any other programs that

could interrupt the process are closed and that your
laptop has sufficient battery charge for at least 1 hours
operation or preferably plug into a mains supply. Do not
use the vehicle as a power supply.

1. OPENING SCREEN

r

%F Evolve-R for BMW ... Version 1.0.0, Build 0550

WELCOME TO

Welcome to Evolve-B for BMW

Ewalee-F for BMW iz a specially dezigned software and hardware tool
which will allow wow to

- Cormnforkably read wour wehicle's ECU calibration

- Safely program vour vehicle's ECL with pour favarite tune
- Restore your vehicle's ECU to itz onginal gtate at any time
- Read out diagnostic trouble codes [DTC's)

- Clear diagnostic trouble codes [DTC's)

Before you proceed pleaze take a moment to

- Head the software disclaimer £ licenze / leqgal notes

- Check for software updates on the internet

Mote :

Evolve-R for BMW has no affiliation to the vehicle manufacturer |
Yehicle logoz, images, fontz or text are property af therr respective
OWINETS,

Fleaze click ™ext' to proceed ...
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http://www.evolvetuning.us/about-us/instruction-manuals.html

2. COMPUTER RECOGNITION 3. PRE-WRITE TESTS

%f Evolve-R for BMW ... Version 1.0.0, Build 0550 __: % Evolve-R for BMW ... Version 1.0.0, Build 0550

Operating zypztern & Cormputer information ;
Syztem ticrozoft ‘Windows =P

Praofezzional Edition

Fleaze make sure your hardware device iz connected to the PC on one
zide and to the vehicle's diaghostics plug [OBD) on the other zide.

Fleaze make sure igrition switch iz set to the '0N' position and the

= =
Service Pack 3 enging iz NOT runring |

Computer : Genuinelntel _
Farnily 6, Model 15, Stepping 13 Attention :
Core Speed (2 1335.00 MHz - Make sure USE cable is plugged to the PC | [NOT via usb hub]

2014 MB RAM Tatal 1444 ME Free - Make zure PC haz sufficient batten time |

232633 ME HDD Tatal . 133601 ME Free

- Make zure vehicle has sufficient battery power |
-D0O MOT interupt the communication at anyg bme |

FPower : Battery Power, 55 Minutes remaining _
Fleaze click Mext' to proceed ...

System status
Core Speed statuz OF [Owver 400 MHz)

Rakd gtatuz OF [Ower 200 MB Free]
HOD gtatuz OF, [Ower 400 ME Free]

B attery ztatus too low [Under 60 Minutesz)

o of of of o

Pleaze click 'Mest' to proceed ...

M emt | | Cloze | | Help Mext = | | Cloge | | Help
Ensure your vehicle battery is sufficiently charged: ‘Make sure ignition switch is set to ‘on’ and engine is NOT running’:
AlL 135i/335i/MSD80/X5 4.8, 5.0, X5M - require a battery charger of minimum 40A to be connected at Ensure the gas/petrol gauge shows:
all times. Ensure all lights, heating/air conditioning and electrics are switched off and that no other For vehicles with keys: click to second postiion.
m battery draining devices are connected. m For push button start: Push start button twice without pressing the brake pedal until fuel gauge shows.
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4. VEHICLE RECOGNITION 5. OPTIONS SCREEN

Click ‘Next’

"

5¢ Evolve-R for BMW ... Yersion 1.0.0, Build 0556

Click ‘Read ECU Memory’

"

5 Evolve-R for BMW ... Version 1.0.0, Build 0556

YWehicle infaormation : |dentification details

ECU Type : Siemenz DME M5552/54

Wehicle Manufacturer Ecu Hardware Mumber : 7837365
Wehicle Manufacturer Ecu Software Murmber : 7857353

Wehicle |dentification Mumber B ST T

EN U = T

T T N MR N R S iemens DRME MS552:/54

ettt

Vehicle [dent. Ma. :

USE Dewvice infarmation

USE Device SM : 1010 - Master

Coded ECU Type : Mo ECU coding needed

Coded ldent. Mo, Mo identification needed
Calibration options : Diagnozhic options
YWehicle identification haz been retrieved and tested succezsfully.
The zystem iz now ready to communicate with this vehicle. Read ECU Memory ‘ Diagnostics

Pragram ECU Mermany

Extra options :
‘ Recowver ECU Mermary ‘ |

_ Software ophions |
Fleaze click Mext' to procesd ..

Mext = | | Close | | Help ++ | Cloze | | Help ++ |
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6. ECU READING OPTIONS

|dentification details :
ECU Type : Siemens DME M5552/54

Yehicle Manufacturer Ecu Hardware Murnber : 7837365
Yehicle Manufacturer Ecu Software Mumber © 7837353

Wehicle |dentification Mumber ;0 700 T TTTR0T T 00

ECU Reading options ...

Fleaze zelect the type of data pou like to process.
[f you are not sure, pleaze conzult the goftware wendar.

Drata ophions :

() Calibration data orly [IF: !

() Full program + calibration data _ |
hoshics

| Cancel |

E«tra options

‘ Recover ECU Mermary | | S oftware options |

| Cloze | | Help ++ |

This part of the process requires you to choose the correct ‘read’
for your vehicle. To choose the correct read, please find your
vehicle/ECU below:

Calibration Data Only

MINI R56 MCS

Full program + calibration data

E46 M3, E9X M3, N54 (135i, 335i, 535i) E39 M5, E60 M5, Z4M,
44V8TT's All vehicles with MSD8X/MSV70 ECUs

If you are unsure of the engine/vehicle please contact us on
support@evolveautomotive.com
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7. VEHICLE RECOGNI

TION

Click ‘Read ECU Memory’

8. READING ECU MEMORY

5F Evolve-R for BMW ... Version 1.0.0, Build 0559

|dentification details :

ECU Type : Siemens DME M5552/54

Yehicle Manufacturer Ecu Hardware Nurmber © 78533832
Yehicle Manufacturer Ecu Software Mumber © 78338591

Wehicle |dentification Mumber : - -

Calibration ophions Diagnoztic ophions :

Fead ECU Memary ‘ Diagnoztics

Program ECU kemony

E«tra options ;

‘ Recowver ECU Memary ‘ |

Software optionz |

| Cloze | | Help ++ |

|dentification details :

ECL Type : Siemens DME M5552/54

Yehicle Manufacturer Ecu Hardware Nurber ; 7833832
Yehicle Manufacturer Ecu Software Mumber © #333831

Yehicle |dentification Mumber :

Reading ECU memory ...

oLV D

Reading memary addresz ... Ox004007C0 ...
_ Time elapsed : 00:00:08 - 6%

»rx3 > Communication in progress . »»2:> Pleaze DO MOT interupt thiz process 1 €444
T ey ]

4% - Time remaining : 00:02:07

Extra options

‘ Recover ECU Memary ‘ |

Software options |

| Cloze | | Help ++ |
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9. READ COMPLETE

EPDIEE [

Evolve-R BMW

'ﬁ ECU has been successfully read.
. Read file has been saved as

Civm |

|dentifization details :
ECU Type : Siemensz DME M5552/54

Wehicle M anufacturer Ecu Hardware Mumber : 78338592
Wehicle M anufacturer Ecu Software Mumber : F833891

YWehicle |dentification Mumber

Wiould you like to open the read folder ?

[ | HE B H .
e e ]
Eutra options ;
‘ Recover ECU Memom ‘ [ Software options ]
[ Close ] [ Help ++ ]

5. SAVE YOUR FILE

Save your tuned file.
Please email this file to:
data @evolveautomotive.com

Please include:
A list of any/all modifications  you have on your car as well as the
Minimum Octane fuel you will be using.

Also Your choice of the following:

- Revlimitraise -Yes/No (please see notice)

- Top Speed Limit removal - Yes/No. (please see notice)
« CELremoval -removes CEL if you have no cats

E46 M3 specific:
«  SMG Shift Lights - for manual cars only
- Sport Button Memory - stays on after ignition-off

E9X M3 /E39 M5 / E60 M5:
- Cold Start Delete -removes CAT warming sequence on cold starts.

Allow upto 48 hours for receipt of your tuned data file.

AY\ WARNING -  Alterations to RPM Limit and Top Speed Governor may be visible
by the manufacturer even after returning to standard ECU file.
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9. YOUR TUNED FILE 10. SELECT YOUR FILE

Click ‘Program ECU Memory’

After at least 2 working days, you

|dentification details
ECU Type : Siemens DME M5552/54

Yehicle Manufacturer Ecu Hardware Number : 7833892

should receive your tuned file.
Upon receipt of this file, please

Loak, in:

= WWinOLS EEMW E4E (Imran) - 783385.2_78335891)

save to your harddrive.

File name:  [winOLS (BMw E46 [Dyno RPM fimiter off] -783] [ Open |

Files of type: | All Files [%.9] v | Cancel |

[ ] Open az read-only

Cloze | | Help ++
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11. VEHICLE RECOGNITION

|dentification details :

ECU Type : Siemens DME MS552/54

Yehicle Manufacturer Ecu Hardware Mumber ; 7833832
Wehicle Manufacturer Ecu Software Mumber ;7333831

Wehicle |dentification Mumber ;i e e
Programming ECU memory ...
(=l W=7 W= oL

Frogramming memony addrezs ... Ox00A001EC ..
E Time elapzed : 00:00:04 - 1% - 99% - Time remaining ;000526

E«tra ophions

‘ Recover ECU Mermary | |

Sofbware optionz |

| Cloze | | Help ++ |

8. WRITING COMPLETE

Turn your vehicle ignition to OFF

2 x

|dentification details :

ECU Type : Siemenz DME M5552/54

Yehicle Manufacturer Ecu Hardware Murnber : 7833892
Yehicle Manufacturer Ecu Software Humber : 7333831

Yehicle |dentification Mumber

EYVOLYE [m

Toggle ignition ...

Fleaze switch the ignition to the OFF pozition ..

\IIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIH gnion s OFF |

ICE

‘ Program ECU Mermary ‘

E«tra options

‘ Recover ECU Memaory ‘ | S oftware options |

| Cloge | | Help ++ |
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COMPLETE

Once programming is 100% complete please switch off your
ignition and remove the evolve-R cable from your OBD-II port. - ECU Type : Siemens DME MS552/54

Wait 10 seconds before you start your engine. Yehicle Manufacturer Ecu Hardware Humber ; 7833392

Enjoy your new found powe_R! Yehicle Manufacturer Ecu Safbware Mumber : 7833891

| dentification details

Yehicle [dentification Mumber ; il s
Due to the adaptive nature of modern ECU’s a short running

period is required. This is usually no more than 15-50 miles/20-
80km’s.

Evolve-R BMW

&4 If your vehicle has been with BMW for any reason, ensure
your ECU has not been updated. Follow steps 1-5, check your
software version is the same as previously. If this has changed,
your tune will not work! You will require a new tune, please - Ol hhostics
contact us to arrange.

Evolve can not be responsible for updates to your ECU that result
In us not being able to tune your vehicle. This includes, but is not I . Program ECL bemory
limited to, official BMW updates. ) '

E stra options :

‘ Hecover ECU Memany ‘ | S oftware options

I Clogze I I Help ++ I

(Lz U@LU(LZ If you experience installation issues please contact support@evolveautomotive.com




TROUBLESHOOTING GUIDE

Installation Error: ‘The program can’t start because other devices. You should see Evolver USB. Double click
ftd2xx.dll is missing from your computer. Try this.
reinstallilng the program to fix this problem’ 5. The next box will appear there should a button ‘update
Fix 1: Please request driver install file from support(d drivers’. Click this
evolveautomotive.com. Run supplied file CDM20814__ 6. Next press the browse button and locate the folder
Setup.exe and the drivers will be automatically installed. named ‘Backup Drivers and Files’, highlight this and
Fix 2: If the above doesn’t work please use the below: press next.
7. This should have updated the drivers and the cable is
Disconnect the cable from the laptop. ready to use.
8. If you have any issues please do not hesitate in
1. Go to the download folder and open the program: contacting us and we shall install for you remotely.
‘Backup Drivers and Files/CDMUninstaller_v1.4/
CDMuninstallerGUl.exe’ Installation Error: “Your drivers are too old. Please
2. Click this and a box will appear, press the add button update from the FTDI Website’
and then the remove button. Fix: Please see the fix above to install the FTDX drivers on
3. Now reconnect the cable to the laptop. your computer.

4. In Windows, go to: ‘Control panel > device manager>
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TROUBLESHOOTING GUIDE

Car will not start directly after installing the software Error: “Incorrect file size”

In some cases it may be due to having older software Reason 1: Online email providers such as gmail/hotmail

- contact support(devolveautomotive.com and we will sometimes inexplicably alter the file sizes of attachments.
supply the latest version of software and the issue will be As such we will have to resend your file through a file
fixed. delivery system. Contact us for this service.

If this is not the case, and there was an error during the Reason 2: The ‘Data Area Only’ box should be unchecked
writing process for whatever reason, we can recover the for certain vehicles. Please ensure it is a requirement for
ECU. Please get in touch and we will aid in restoration. your vehicle (it will say so in the section for your vehicle]

and if so, uncheck the box and attempt to write again.
E60 M5: Some older model E60 M5’s require at least 15

minutes between installing the new software and starting Error: “Unable to link Xdevice”

the engine. After installing the software, exit the vehicle, There may be a firmware issue with your device, please
lock the doors remotely and leave the vehicle with no contact support(devolveautomotive.com for a replacement
electrics on for at least 15 minutes. You can then return unit.

and start the car as normal.
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TROUBLESHOOTING GUIDE

The dealer has reflased my ECU after installing the tune occur when using lower quality fuel that what is tuned for
Do not attempt to flash back in your tune file. Please re- so it is not recommended.

read your new ECU data, send to us and we will create a

new tune based on your new ECU software.

| feel no difference after installing the new tune If the above doesn’t help and you still have installation
Modern vehicle ECU’s require a short adaptation period. Issues please contact support(devolveautomotive.com and
You will begin to feel the difference after at least 15 we will guide you through the process.

miles. For full adaptation we would recommend at least 4
tankfulls of gas to reach it's full potential. Our post-dyno
results are mostly with 15 miles of adaptation.

| cannot find the right fuel (using different octaned fuel
than what the tune is written for)

If you must use lower quality fuel we recommend not
filling up, and purchasing enough only to get you to the
next filling station with the proper quality fuel. Knock can
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