FLSTFB FAT BOY® LO

2010 FACTS & FEATURES

MODEL HIGHLIGHTS KEY FEATURES

Seat is lower and narrower for an easy
reach to the ground

Leather tank panel with
Harley-Davidson® medallion

Satin-chrome tank console and side badges

Bullet Hole Disc Cast Aluminum wheels
with black centers and machined outer rims.

Denim Black frame, swingarm, front shock
covers, derby cover, horn cover, coil cover, oil
tank, and air cleaner cover

Gloss Black triple clamp covers and
nacelle, headlight bucket, air cleaner cover trim
ring, rear fender supports, footboards

Helical cut 5th gear for improved
transmission sound

Black powder-coated powertrain with
satin-chrome covers

Rear suspension lowered 1.15-inch
200 mm rear tire

Over/under shotgun exhaust with satin-chrome
mufflers and muffler shields, and flat-black
header shields

Half-moon black rider floorboards

Stainless steel 1.25-inch, internally-wired
handlebar

Rolled edge front fender

Full-coverage rear fender

Darker and lower, the Fat Boy® Lo retains the
bold presence of the Fat Boy® while offering

a fresh interpretation of the motorcycle that
still defines the segment. A re-shaped seat
and lowered suspension combine to produce
the lowest seat height of any Harley-Davidson®
model, just 24.25 inches.

The Softail® rear suspension mimics the clean
lines of a vintage hardtail frame but offers the
comfort of a modern suspension that is hidden
under the chassis. The rigid powertrain allows
tight packaging of the engine and frame and
creates a solid connection between the rider and
the power that moves the motorcycle.

Rigid-mounted, counter-balanced Twin
Cam 96B™ V-Twin engine with Electronic
Sequential Port Fuel Injection (ESPFI)

6-Speed Cruise Drive® Transmission
Horseshoe oil tank
Five-gallon fuel tank

Optional Harley-Davidson® Smart Security
System with hands-free security fob

*For additional specifications and information go to

HARLEY-DAVIDSON

W

Length (in./mm)

SPECIFICATIONS*

94.30/2395.22

Seat Height (laden) (in./mm)

24.25/615.95

Wheelbase (in./mm)

64.50/1638.30

Tire Dunlop® Harley-Davidson®
Series, radial blackwall
front and rear

o Front D408F 140/75R17 67V

 Rear D407 200/55R17 78V

Wheel

* Front Black, Bullet Hole Disc
Cast Aluminum
17in.x 3.51n.

(431.80 mm x 88.90 mm)

* Rear

Black, Bullet Hole Disc
Cast Aluminum

17in.x 6.0 in.

(431.80 mm x 152.40 mm)

Fuel Capacity (U.S. gals/liters)

5.0/18.93

Weight as Shipped (Ibs./kg)

Engine

700.0/317.52

Air-cooled, Twin Cam 96B™

Displacement (in./cc)

96.0/1584

Fuel System

Electronic Sequential Port
Fuel Injection (ESPFI)

Transmission

6-Speed Cruise Drive®

Miles Per Gallon 54.0 HWY/35.0 CITY
Solids o Vivid Black
o Black Denim
Vivid Black $16,299
Solids $16,674




