
CONCEALED CISTERN 
(SPECIAL ORDER)

Key features: 
• Water saving
• Quiet fill
• Supplied with 90°

outlet bend

Description:

Product Code BTWCC790

Flushing Volume (Ltr)
6/4 litres  

adjustable to 4/2.6 litres

Weight (Kg) 3.7

Cistern fittings 
included Yes

Pre-installed/Bagged Pre-installed

Material Mixed Plastics

b a t h r o o m s

b a t h r o o m s
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Description Codes Bar Codes Weight
DocM Concealed lever action cistern BTWPHACIDOCE 5013241061575 2.8kg

Packing Boxed

Material Plastic with metal components

Notes Bottom inlet connection
Delayed fill inlet valve

Lecico reserve the right to change the product without prior notification.

TEL: 01234 244030 www.lecico.co.uk

DS2015V01N

DOCM CONCEALED LEVER ACTION CISTERN
Application & Features

• DocM, leisure, hotel and commercial
• Delayed fill inlet valve
• Anti-vandal design
• Top access cistern lid
• Lever action 4/2.6ltr dual flush
• Dimple lever
• 225mm extended spindle
• Extended flush pipe

Flushing Mechanism
Dual Flush Plate

(not included)

Inlet Side Inlet

Access Front

Designed for wall installation and can be fixed to the wall 
usi ng brackets.  
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All dimensions are approximate and subject to normal variation. Although every effort is made not to change 
the above product specification, Lecico reserve the right to do so without prior notification if necessary. Full information 
on guarantees available upon request.




