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CONCEALED CISTERN DIMPLE LEVER 
WITH EXTENDED FLUSH PIPE 

Key features: 
• Chrome effect lever 

(dimple lever on DocM 
variant)

• Polystyrene high density 
cistern body

• WRAS approved

Description:
Ideal for use behind tiles and partitioning and in most 
other concealed applications. Factory assembled for 
quick and easy installation. This cistern is available 
for use with our DocM 750mm projection WC’s. This is 
supplied with extended flushpipe and dimple lever.

Product Code BTWPHACIDOCE

Flushing Volume (Ltr) 4/2.6

Weight (Kg) 2.9

Cistern fittings 
included Yes

Pre-installed/Bagged Pre-installed

Material Mixed Plastics
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Description Codes Bar Codes Weight
DocM Concealed lever action cistern BTWPHACIDOCE 5013241061575 2.8kg

Packing Boxed

Material Plastic with metal components

Notes Bottom inlet connection
Delayed fill inlet valve

Lecico reserve the right to change the product without prior notification.
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DOCM CONCEALED LEVER ACTION CISTERN
Application & Features

• DocM, leisure, hotel and commercial
• Delayed fill inlet valve
• Anti-vandal design
• Top access cistern lid
• Lever action 4/2.6ltr dual flush
• Dimple lever
• 225mm extended spindle
• Extended flush pipe

Flushing Mechanism Dual Flush Lever

Inlet RH or LH Bottom Inlet

Access Top




