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SEN-CO2
SEN-CO2 is a sensor which detects the carbon dioxide level and it is specifically designed to be used with 
ventilation unit to maintain the indoor air quality in residential building, school rooms, offices, gyms, theatres, 
meeting rooms. It helps keeping  an healthy and productive environment for the comfort and the health of 
the occupants.
Ventilation control using CO2 is one of the fastest growing building control strategies being implemented 
in new and retrofit building projects today also to optimised the energy usage. The ventilation unit is, in fact, 
activated or increases its speed, only when really necessary, with an important energy saving.

SEN-CO2 provides an intuitive VLI (Visual Level Indicator) display for CO2 thresholds. The simple LED array 
indicates increased CO2 concentrations based on predetermined thresholds. The LED smoothly transitions 
between blue, green, yellow and red as the CO2 concentration increases. Unlike scientific displays, training 
to understand PPM values is not prerequisite with this innovative product. Indication shows under ventilation 
(red) or over ventilation (blue), which translates to low air quality (red) or too much energy being used to 
heat or cool unnecessary outside air (blue). 

The sensor is suitable for 230V~ and it is both a CO2 level indicator and an activator of external contact.
The operation mode (Auto - Fan On - Fan Off) and the threshold are settable. 
The external contact can also be manually activated through the front touch button.  
AUTO: LED indicator of CO2 output switches automatically dependent upon CO2 level 
ON: all LED indicators on, to indicate that the occupant has manually activated the contact.
OFF: no LED indicators show, to indicate that the sensor and the contact are off.

For surface mounting. 
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